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This manual was produced on a Cromemco System Three computer
utilizing a Cromemco HDD-22 Hard Disk Storage System running under
the Cromemco Cromix ™ Operating System. The text was edited with
the Cromemco Cromix Screen Editor.

The edited text (including imbedded typesetting codes) was trans-
mitted over voice grade telephone lines. The transmission originated
from a Cromemco system employing the Quadart and IOP boards
utilizing the Cromemco Qmodem communications program. The trans-
mission was received by a Shaffstall CEl interface and typeset on a
Comp Edit phototypesetter. :
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Technical Specifications
CROMEMCO 64KZ
MEMORY BOARD

The Cromemco 64KZ is an S-100 bus compatible 65,536 byte (64 Kbyte)
read/write memory board. The 64KZ incorporates the TMS 4116-15 16K X
1 bit dynamic RAM chip to achieve its high memory density while
maintaining a true 250 nsec (max) access time. This means the 684KZ
reliably operates in 4 MHz Z80 systems with absolutely no wait states.
The Cromemco 64KZ memory board offers the following outstanding
and versatile features:

® 64 Kbytes of read/write memory on one S-100 memory board.

B A true access time of 250 nanoseconds (maximum).

® 780 and 8080 CPU compatibility.

® Organization as two independent 32 Kbyte memory blocks: BLOCK A

and BLOCK B.

B BANK SELECT allowing memory expansion beyond 64 Kbytes.

® Powerful DMA configuration options with DMA OVERRIDE.

® Automatic 64KZ enable or disable after a system RESET.

m All significant BLOCK A and BLOCK B options independently switch

selectable.

MEMORY CAPACITY:
MEMORY TYPE:

MEMORY ACCESS TIME:
WAIT STATES @ 2 MHz:
WAIT STATES @ 4 MHz:

BUS COMPATIBILITY:
POWER REQUIREMENTS:

OPERATING ENVIRONMENT:

65,536 BYTES (64 KBYTES)

TMS 4116-15, 16K X 1 DYNAMIC
RAM

250 NANOSECONDS
(MAXIMUM)

NONE REQUIRED

NONE REQUIRED

S-100

+ 8 VOLTS @ 1.8 AMPERES
(MAXIMUM)

+18 VOLTS @ .45 AMPERES
(MAXIMUM)

~18 VOLTS @ .03 AMPERES
(MAXIMUM)

0 - 55 DEGREES CELSIUS

G’Cromemco 1
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